
Stronger�·�Better�·�SaferBalloon�Specifications�
Balloon�Diameter�(mm)
Balloon�Length�(mm)

Nominal�Pressure

Rated�Burst�Pressure

Compliance
Balloon�Pleats
Tip�Length�(mm)

Distal�Shaft�OD
Proximal�Shaft�OD
Guiding�Catheter�Compatibility
Working�Length�(cm)

Coating

2.0,�2.25,�2.5,�2.75,�3.0,�3.25,�3.5,�3.75,�4.0,�4.5,�5.0
6,�8,�10,�12,�15,�18,�20,�22,�25,�30

12�atm

22�atm�(φ2.0-4.0mm)
20�atm�(φ4.5-5.0mm)

Non-compliant

3
2.0/2.5
2.55F/2.6F�

2.0F�
5F/6F�Compatible，�6F�Compatible�for�Kissing

140

Hydrophilic�external�surface�coating�from�tip�to�adjacent�guidewire�port;
Silicone�coating�inside�guidewire�lumen

Ordering�Information��
Balloon�Diameter

Balloon�Length�/�Product�Code
6mm���  �� 8mm����  � 10mm���  �� 12mm�����  15mm����  � 18mm��  ��� 20mm���  �� 22mm�  ���� 25mm���  �� 30mm

2.0mm

2.25mm

2.5mm

2.75mm

3.0mm

3.25mm

3.5mm

3.75mm

4.0mm

4.5mm

5.0mm

802-2006

802-2206

802-2506

802-2706

802-3006

802-3206

802-3506

802-3706

802-4006

802-4506

802-5006

802-2008

802-2208

802-2508

802-2708

802-3008

802-3208

802-3508

802-3708

802-4008

802-4508

802-5008

802-2010

802-2210

802-2510

802-2710

802-3010

802-3210

802-3510

802-3710

802-4010

802-4510

802-5010

802-2012

802-2212

802-2512

802-2712

802-3012

802-3212

802-3512

802-3712

802-4012

802-4512

802-5012

802-2015

802-2215

802-2515

802-2715

802-3015

802-3215

802-3515

802-3715

802-4015

802-4515

802-5015

802-2018

802-2218

802-2518

802-2718

802-3018

802-3218

802-3518

802-3718

802-4018

802-4518

802-5018

802-2020

802-2220

802-2520

802-2720

802-3020

802-3220

802-3520

802-3720

802-4020

802-4520

802-5020

802-2022

802-2222

802-2522

802-2722

802-3022

802-3222

802-3522

802-3722

802-4022

802-4522

802-5022

802-2025

802-2225

802-2525

802-2725

802-3025

802-3225

802-3525

802-3725

802-4025

802-4525

802-5025

802-2030

802-2230

802-2530

802-2730

802-3030

802-3230

802-3530

802-3730

802-4030

802-4530

802-5030

BrosMed Medical B.V.
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BrosMed Medical Co., Ltd
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Tel:�+86(769)2289�2018
Fax:�+86(769)2289�2016
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����
FDA�510(K)�Cleared

GRA-6100�(CE)/Rev.01

NC

Distal�Tip
Two�Markers 0.014”2.55F/2.6F

Guidewire�Exit�Port
2.0F

Exit�Markers
Hub

140cm

Effective�Length

PTCA�Balloon�Dilatation�Catheter

PTCA Balloon Dilatation Catheter

www.brosmed.com



Precise Dilatation
Ultra-low�� �3.0%�

axial�balloon�elongation�
from�NP�to�RBP

Axial Balloon Elongation (From NP to RBP)

High-Pressure Resistance &
Non-Compliant Performance

Excellent Crossability
Comparison of Balloon Profile

RBP�up�to��� atm

Comparison of Balloon Compliance

*Data�on�File�at�Brosmed�Medical

Pole-vault shaft design ensures 
optimal pushability and device delivery

�.���   tapered tip & distal laser welding technology
avoid fish-mouth effects & facilitate better crossability

Superior and durable outer hydrophilic coating
enables smooth navigation with minimal resistance

Unit(inch) ’’ 

PTCA�Balloon�Dilatation�Catheter

Radial balloon growth from NP to RBP

*Data�on�File�at�Brosmed�Medical

*Data�on�File�at�Brosmed�Medical

(∅3.0mm)

Patented microcrystalline balloon structure
ensures excellent high-pressure performance
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